INnsTructionNs
I, Cut & — 1 & 2 and R — 1 & 2 from 1/167 bolsa sheeT

2. Pin one side panel cdown on bullding board.
3. Llue 1/747 X 1/87 balsa strip olong Irailing cdge. FPin cdown an

O
4, Cut and qglue 1/8 X 1/8 balsa stTicks as shown oy The blue gl lnes — —

ote: Ihe balsa stick at leacing ecdge sets 1/8° vack from L[eading todge — — —
0. Llue 1/8" hardwood cdowel rod even with L. and ogoinst /8L sTick,

Llue ¢ — 2 1/27 X 1/8" cdowels In rudder (Recd or dotted lines.) B -1 \ / £ -

Allow To dry thoroughly, When dry, remove oll pins.
o, Apply glue to oll raised surfaoces.

/. Position remaining poanel over oassembly, eing sure

to properly align all ecdges.
3. wWelignt cdown with o flat koard and allow tTo cry overnignt

2, Cut I — 1, 2 & 3 from 1 1/78% lTalling Ldge Stock

10, Pin -1 onto bullding board ancd epoxy 2° X 1/ hardwood dowel E - 3
oclong notched ecdge as snhown. — 1. 9
1. Position -2 and epoxy It To tThe free encd of the dowel rocd 1)
2. Sand Tthe ecdge of |b—-1/2 assembly and -3 To o rounceoc mjobw\é bre ey | will
mote with rucdder and stabilizer,
13 Caretully sand leacding ecdges To round shape, formng INtTo
cdowel rods. } !
14 Cut slits where indicated for nhinges anc Nnstaoll,
1o Drill 2 = 1/8° holes In stoabilizer as shown ﬁ\W\\ijUQ e decired

6. Lpoxy rudder to stobilizer inserting dowels Througn nholes

Use o square To assure rudder s vertical,
/. Move on To wing assemoly,




